
Field Note Record
Contract No. Station Mile/Line: Staked by Date
009519 Project Limits Project Limits WSDOT 2/15/2020

Calculated by Date Work Started Date Work Completed  Date

Paul Hutchinson 5/5/2021 6/1/2020

Inspector Date Reviewed by Date
Paul Hutchinson 5/5/2021 John Harris 5/10/2021

Checked by Date Materials Mgr. Date Materials

E. Knudson 5/11/2021 Rob Florence 5/11/2021 Yes



CRACK SEALING WITH HOT POURED RUBBER
BID ITEM #15

UNIT: MI.

SECTION 7

GROUP 17 SR 225

Date, Location & Quantity

4/29/2021

MP 2.55 - MP 2.69 = 0.14 Miles

OK TO PAY 0.14 MILES

GROUP 18 SR 225

Date, Location & Quantity

4/29/2021

MP 2.69 - MP 8.28 = 5.59 Miles

Total = 5.59 MILES

Date, Location & Quantity

5/3/2021

MP 8.28 - MP 9.32 = 1.04 Miles

Total = 1.04 MILES

5/3/2021

MP 10.95 - MP 11.32 = 0.37

Total = 0.37 MILES

                                              5.59 MILES
                                              1.04 MILES

0.37 MILES
                                    Total 7.00 MILES



OK TO PAY 7.00 MILES

GROUP 19 SR 225

Date, Location & Quantity

5/3/2021

MP 9.32 - MP 10.95 = 1.63 Miles

OK TO PAY 1.63 MILES

GROUP 20

4/28/2021

2.06 Lane Miles

4/30/2021

1.44 Lane Miles

Total
1.06+1.44= 3.5

Please look at attached spread sheet  for calculation and for Quantities of Materials used  
measured with calibrated night star
____________________________________________________________________________

Shipment Tag/Stamp # W24545 Make/Model/Product # RoadSaver 211

Item 
Num

Material Brand 
Name/Model Type

Manufacturer Brand Name / 
Model Type

RAMS/QP
L Ref. No.

Code Basis of 
Accept

Acceptance
Used 
Y/N

FNR #
(Office Use)

Date Quan.

015.02 Hot Poured Joint 
Sealants for 
Bituminous 
Pavement

Crafco 211 Type 1 RAM-
0001

111
5

Satisfactory 
test report 
from State 
Materials 
Laboratory for 
each lot

Y FNR-092 05/03/2021 15000 LS

Item Num Item Description Grp Date Work 
Completed

Unit Quantity Ledger 
Entry No.

Posted By Checked By Est. No.
Init. Date  Init. Date

0015 CRACK SEALING WITH HOT 
POURED RUBBER 

17 5/5/21 MI. 0.14 186 EK 5/11/21 DKM 5/11/21 8

0015 CRACK SEALING WITH HOT 
POURED RUBBER 

18 5/5/21 MI. 7.00 187 EK 5/11/21 DKM 5/11/21 8

0015 19 5/5/21 MI. 1.63 188 EK 5/11/21 DKM 5/11/21 8



DOT Form IP 422-635ER EF
       Revised 4/2009

CRACK SEALING WITH HOT 
POURED RUBBER 

0015 CRACK SEALING WITH HOT 
POURED RUBBER 

20 5/5/21 MI. 3.5 189 EK 5/11/21 DKM 5/11/21 8

Attachments

C9519_ROADSAVER 
211_MATERIAL.xlsx
Microsoft Excel 
Worksheet
19.6 KB

IMG_0441.jpg
JPG File
2.59 MB



C9519 Beg. Stat End Stat. length FT Length Mile

Date

4/29/2021 2.55 2.69 739.20 0.14

2.55 2.69 739.20 0.14

2.69 8.28 29515.20 5.59

2.69 8.28 29515.20 5.59

5/3/2021 8.28 9.32 5491.20 1.04

8.28 9.32 5491.20 1.04

9.32 10.95 8606.40 1.63

9.32 10.95 8606.40 1.63

10.95 11.32 1953.60 0.37

10.95 11.32 1953.60 0.37



Lane Number of boxes used CSS-1 Gallons Sand lbs. Cement lbs

(ROADSAVER 211)

RT Left 8

LT

RT Left 131

LT

RT Left 20

LT

RT Left 66

LT

RT Left 15

LT



.67 cubic feet per 5 gallon bucket

sand weights 101.6 lbs  per cubic feet

5 gallon Bucket of sand weights 68 lbs



C9519 Beg. Stat End Stat. length FT Length Mile

Date

4/28/2021 2.86 3.89 5438.40 1.03

2.86 3.89 5438.40 1.03

4/30/2021 3.89 4.24 1848.00 0.35

3.89 4.24 1848.00 0.35

4.33 4.70 1953.60 0.37

4.33 4.70 1953.60 0.37

Total 3.50



Lane Number of boxes used CSS-1 Gallons Sand lbs. Cement lbs

(ROADSAVER 211)

200 .67 cubic feet per 5 gallon bucket

sand weights 101.6 lbs  per cubic feet

60 5 gallon Bucket of sand weights 68 lbs



.67 cubic feet per 5 gallon bucket

sand weights 101.6 lbs  per cubic feet

5 gallon Bucket of sand weights 68 lbs
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